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Use FOS Manuals for Reference

This technical manual is part of a twin concept of
service:

@® FOS Manuals — for reference

@® Technical Manuals — for actual service

The two kinds of manuals work as a team to give
you both the general background and technical
details of shop service.

Fundamentals of Service (FOS) Manuals cover
basic theory of operation, fundamentals of trouble
shooting, generel maintenance, and basic types of
failures and their causes. FOS Manuals are for
training new personnel and for reference by
experienced technicians.

Technical Manuals are concise service guides for a
specific machine. Technical Manuals are on-the-job
guides containing only the vital information
needed by an experienced technician.

IMPORTANT: Your technical manual contains the
new S| metric measurements which have been
standardized internationally.

Example:

New Old

10 N (Newton) 1 kp

10 Nm (Newton-Meter) 1 mkp

1 bar 1 kp/cm2

1 kW = 1.36 PS (1.34 HP)
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Use Technical Munuals for Actuel Service

When a technician should refer to a FOS
| Manual for more information, a FOS
'_ @] symbol like the one at the left is used in

the TM to identify the reference.

Some features of this technical manual:

Fe3

@ Tuble of contents on page 3 of Manual

@ Contents at front of each Section

® [Exploded views showing parts relationship
@ Photos showing service techniques

@ Specifications at end of each Group

® Special tools at end of each Group

This technical manual was planned and written for
you — an experienced technician. Keep it in a
permanent binder in the shop where it is handy.
Refer to it whenever in doubt about correct service
procedures or specifications.

Using the technical manual as a guide will reduce
error and costly delay. It will also assure you the
best in finished service work.

g This safety alert symbol identifies impor-

tant safety messages in this manual. When

you see this symbol, be alert to the possibi-
lity of personal injury and carefully read the
message that follows.
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SERIAL NUMBERS

NOTE: Please quote all the serial numbers stamped
in the appropiate serial number plate when
ordering replacament parts for your combine,
combine engine and special equipment (e.g.
operator’s cab, cutting platform trailer ).

Serial number plates are located as follows:
Combine
The combine serial number is stamped into the

name plate on the right-hand side of the operator’s
platform (see fig. 1).

The serial number is also stamped into the right-
hand angle frame of the combine if the name plate
gets lost for any reason (see fig. 2).

Printed in Germany

Group S
Specifications

Fig. 2 — Serial Number Stamped into Angle Frame

Engine
The serial number of a John Deere engine is
stamped into the name plate on the lower right of

the cylinder block near the fuel transfer pump (see
fig. 3).

Fig. 3 —Engine Serial Number on a John Deere
Engine

Cutting Platform

The serial number of the cutting platform is
stamped into a plate on the outer right-hand side
panel of the platform (see fig. 4).*

* The various sized cutting platforms are mavrked as follows:
A = 7ft 9in. D = 12ft. F = 18 ft.
B = 8ft. 5in, E = 14t G = 18ft,
C = 10 ft.
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Fig. 4 — Serial Number of Cutting Platform Fig. 6 — Serial Number of Cutting Platform Trailer
(14 ft. cutting platform shown)

Operator’s Cab
Corn Head

The operator’s cab serial number is stamped into
The corn head serial number is stamped into a the name plate located on the right-hand inner side
plate on the right-hand side below the drive guard panel of cab.
(see fig. b).

Fig. 7 — Serial Number of Operator’s Cab

Fig. 5— Corn Head Serial Number

Fuel Injection Pump
Cutting Platform Trailer
The fuel injection pump type and serial number
The cutting platform trailer serial number is (Roto-Diesel or Roosa-Master) is stamped into the
stamped into the name plate located on the right- name plate located on pump housing (see figs. 8
hand side of the trailer drawbar behind the towing and 9).
eye (see fig. 6).
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Fig. 8 — Serial Number of Fuel Injection Pump
(Roto-Diesel on Combines 925 to 965)

Fig. 9 — Séﬁal Number of Fuel Injection Pump
(Roosa-Master on Combine 975)

Track Assembly

The track assembly serial number is stamped into
the outer side of track frame below the front idler
bracket.

Left-hand track assemblies are numbered with an
odd serial number. Right-hand track assemblies
have an even serial number (see fig. 10).
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Fig. 10 — Serial Number of Track Assembly, L.H.
Side
MODEL NUMBERS
The fuel injection pump, injection nozzles, alterna-
tor, starting motor and the hydraulic pump have

model numbers to facilitate identification of
different makes of a given unit.

SPECIFICATIONS

The specific operator’s manual contains all the
necessary specifications.
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General

Group 10

Predelivery Inspection, Delivery
Service and After-Sales Inspection

PREDELIVERY SERVICE

Every new JOHN DEERE combine leaves the
factory in such a condition that it can be delivered
to the customer after a minimum of service.

To promote complete customer satisfaction,
proper delivery service and the thorough completion
of the following inspections are‘very important as
they contribute to trouble-free operation of the
combine,

It was necessary to dismantle various parts of the
combine prior to its shipment by rail (railway
regulations — maximum width and height). The
reassembling of these parts should be carried out
by the dealer, complying with the separate instal-
lation instructions supplied (e.g. Grain tank instal-
lation instructions for 965 and 975 combines — Z
91151). The following inspections etc. must be
carried out by the dealer:

TEMPORARY COMBINE STORAGE

Service

Specifications

Reference

COMBINE

Shelter combine in a dry, level
place. If combine is to be stored
for a longer period, block up com-
bine, taking load off tires or block
up combine, remove wheels and
tires and store in a suitable place.

.................

Operator’s manual

Coat drive chains with thick oil

Leave doors open at bottom of
elevator

Lubricate combine completely

Grease threads on adjustment
bolts. Apply a coating of grease
to slip clutch jaws. Release spring
tension.

Touch up all parts where paint
has been damaged.

Lower cutting platform onto a
horizontal dry base. Lower
feeder house.

Coat polished hydraulic piston
rods with grease and retract
pistons as far as possible.

ENGINE

Check coolant level and anti-
freeze content in radiator.

.................

.................

.................

.................

.................

.................

.................

Coolant level should be midway
between radiator core and bottom
edge of filler neck

Operator’s manual
Operator’s manual

Operator’s manual
Operator’s manual

..............

Operator’s manual

Operator’s manual

Operator’s manual
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Service

Specifications

Reference

IMPORTANT: When the combine
is delivered, red cable is not con-
nected to alternator terminal "B+’
Further, the alternator three-ter-
minal plug is not connected. Con-
nect cable and plug before opera-
ing combine for the first time,
NOT before. Connect batteries in
the proper polarity. Improper con-
nections ("'+” and "-"’) will result
in damage to alternator and regu-
lator.

See pages 10-10-3 and 4 for
further important instructions
regarding the alternator.

Remove anti-corrosion bag from
fuel tank strainer and discard.

Fill fuel tank with diesel having
added approx. 10% of good
quality rust inhibitor.

Unscrew plug from air intake
manifold and inject good
quality rust-inhibitor through
the opening, while turning
over the engine slowly. Rein-
stall plug.

IMPORTANT: Make sure the
engine does not start during
this procedure, otherwise the
operation must be repeated.

Seal all engine openings with
plugs or oil-proof paper.

Place strong strips of paper bet-
ween fan belt and pulleys to
prevent sticking.

.................

Use good quality rust inhibitor,
approx. 35 cm3 (2.0 cu.in.) for
each cylinder

Operator’s manual and
Section 40

...............

...............
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PREDELIVERY INSPECTION

Service

Specifications

Reference

GENERAL

Make sure that all loosely packed
parts and collis on combine have
been removed,

TIRES AND WHEELS

Tighten front wheel nuts to
specified torgue.

Check tire inflation pressure,

LUBRICATION
Check crankcase oil level

Check oil level in hydraulic
reservoir

Check transmission oil level

Check oil level in final drive
assys. (Combines 955, 965
and 975 only)

Oil all moving parts such as joints,
rollers, adjusting levers etc.

ENGINE

Check dry-type air cleaner
Top up fuel tank and start
engine

Check it speed control linkage
moves easily (Combines 925
to 955)

Check engine idle speeds
Check injection timing

ELECTRICAL SYSTEM

Check whether lighting system
and control lights are working
carrectly

IMPORTANT: The comhbine is
equipped with an alternator

When the combine is delivered
red cable is not corrected to
terminal B+ Connect cable
before operating combine for
the first time.

Check with packing note

420 Nm (42 mkp/300 ft-lb)

................

Top mark on dip stick
Top mark on dip stick

................

................

................

................

................

................

................

................

................

Operator’s manual
P

Operator’s manual
Operator’s manual

Operator’s manual
Operator’s manual

Operator’s manual
Operator’s manual

See section 20, group 40

See section 20, group 40
See section 20, group 15

Operator’s manual and
section 40

Operator’s manual and
section 40

Printed in Germany




10 General
10-4

Combines 925, 935, 945, 955, 965 and 975

I"redelivery Inspection, Delivery Service and After-Sales Inspection

TM-4307 (March-76)

Service

Specifications

Reference

If the combine is to be operated
for a short time without battery
(using a slave battery for starting),
do not, under any circumstances
interrupt the circuit by switch-
ing off the key switch to position
"0”" before stopping the engine.
Further is its recommended to use
additional current (lights-position
2} while engine is running. Only
after having stopped the engine,
turn key to position “0"" and
remove.

With combine battery removed
and starting with a slave battery
always insulate battery end of
disconnected starter cable pro-
perly, to avoid damage to alter-
nator and regulator.

With the engine running, do not
short circuit or ground (even
momentarily) alternator and
regulator terminals.

If this advice is disregarded,
damage to alternator and
regulator may result.

Fill dry charged battery with
electrolyte (gravity 1.28) ac-
cording to manufacturer’s
instructions enclosed.

Connect batteries in the proper
polarity. If they are improperly
connected (”+” and -”), the
rectifier diodes will be imme-
diately destroyed

First connect positive (+) cable
and then ground (-) strap of
battery

Check function of reverser
clutch unit control lights

COOLING SYSTEM

Check radiator for loss of
coolant

Check gravity of antifreeze
and rust inhibitor mixture

.................

.................

.................

Green light - forward travel
Red light - reverse travel

Coolant level should be midway
between radiator core and bot-
tom edge of filler neck

.................

Manufacturer’s Instructions

Section 40

Section 40

Operator’s manual and
section 50

Operator’s manual

Operator’s manual
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Service Specifications Reference

BRAKES

Check brake fluid levelin |, . .., .. ... ..... .. . Operator’s manual

reservoir

Check brake lines forleaks ~ |. .. ... .. ... ... ... | ...

Check brake operation [, ... ..., ... ... ... Operator’s manual

Check parking brake |, ... ... ... ... ... Operator’s manual

COMBINE

Check pulley sheaves fordamaged | . . . . . ... ... ... ... | ... . ... .. ... .. .

sidewalls

Check flat belts and V-beltsfor | . . . . ... ... .. ..... Operator’s manual

proper tension and see that pul-
leys are correctly aligned

Check all drive chains for | . . .. ... ... ..... .. Operator’s manual
smooth running and proper

tension

Adjust slip clutches (.. L Operator’s manual
Set reel parallel to platform | . .. . ... ... ....... Operator’s manual
Adjust reel tines for firstcrop | . . ... .. ... .. ... .. Operator’s manual

to be harvested

Check cutter bar knife for | . ... ... ... ... .. .. Operator’s manual
smooth operation and run

Check cutting platform auger | ... ... ... ... ..... Operator’s manual
fingers for correct setting
according to operating conditions
and adjust if necessary

The cutting platform should be e e e e e e e e e e e e Operator’s manual
parallel to the front axle. Adjust,
if necessary

Install crop dividers and adjust | . .. ... ... ... .. ... Operator’s manual
Check basic adjustment of See ’Combine Settings Chart” Operator’s manual
concave

Check chaffer and grain sieve See ”Combine Settings Chart” Operator’s manual
adjustment

Check cylinder and blower speeds | See ”’Combine Settings Chart” Operator’s manual
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Service

Specifications

Reference

Check variable ground speed
drive belt tension (Combines
925 to 965)

Check Posi-Torq drive belt
tension (Combine 975)

Check steering system for proper
function

Check controls and instruments
for correct function

Check operation of engine clutch

Check beater speed with engine
running at maximum revs.

Check operation of variable
cylinder drive

Check operation of grain tank
unloading auger in extended
position

At medium engine speed, engage
the various drives one after
another and listen carefully for
any unusual noise. Then set engine
at full speed and again engage
the various drives. Stop engine
immediately should any unusual
noise occur and investigate.

.................

.................
.................
.................

.................

Beater speed : 850 * 39 rpm

Speed range infinitely variable
between 470 and 1140 rpm

.................

Operator’s manual

Operator’s manual
Section 70

Operator’s manual
Operator’s manual
Operator’s manual and
section 20, group 40

Operator’s manual

Operator’s manual

Operator’s manual

DELIVERY SERVICE

A thorough discussion of the operation and service
of the combine at the time of its delivery helps to
assure complete customer satisfaction.

Proper delivery should be an important phase of
the dealer’s program.

It is a well-known fact that many complaints have
arisen simply because the owner was not shown
how to operate and service his new combine
properly. Therefore, enough time should be
devoted, at the customer’s convenience, to intro-
ducing him to his new combine and explaining to
him how to operate and service it.

Using the combine operator’s manual as a guide, be
sure that the owner understands the following
points properly:

Printed in Germany
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1. Adjusting the seat
2.
3. Operation of control levers and instruments

Adjusting the steering column

Satisfy yourself that customer understands
fully all operating functions

Starting and shutting off the engine (important
instructions for 945, 965 and 975 combines
with turbocharger)

All functions of the hydraulic system
Adjustment of chaffer and sieves

Cleaning fan speed adjustment with engine
running

Importance of the safety rules

The importance of lubrication and periodic
service. If necessary, advise customer regarding
local traffic regulations (extra width, lighting
ete.)

Advise customer as to special equipment
available for his combine and its use
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AFTER-SALES INSPECTION (25 TO 30 HOURS)

In the interest of the purchaser and the dealer an
after-sales inspection should be carried out by the
dealer after the first 25 to 30 hours of using a new
John Deere combine.

minor difficulties from developing into serious
problems later on. It also will promote stronger
dealer-customer relations and give the customer an
opportunity to ask questions that may have arisen
during the first few days of use.

The purpose of this inspection is to make sure that
the customer is receiving satisfactory performance
from his combine. At the same time, the inspection
should reveal whether or not the combine is being
operated, lubricated and serviced properly.

Thereby the dealer has the further opportunity of
promoting the possible sale of other new equip-
ment,

- The following inspection program is recommen-
Through this inspection a needless volume of ded:
service work can be eliminated by preventing

Service Specifications Reference

COOLING SYSTEM

Coolant level should be
midway between radiator
core and bottom edge of
filler neck -

Check coolant level Operator’s manual

Clean exterior of radiator

Check hose connections

FUEL SYSTEM

Check sediment bowl at fuel-
shut-off cock and fuel filter.
Clean fuel transfer pump
strainer.

Check line connections

ELECTRICAL SYSTEM

Check gravity of battery
electrolyte

Check electrolyte level of
batteries

Check tension of fan belt

Start engine and check
operation of lights, indicator
lamps and instruments

.................

.................

Gravity should be 1.28 at an
electrolyte temperature of
20°C (68°F)

To bottom of filler neck
in each cell

19 mm (3/4 in.) deflection
with a 90 N (9 kp/20 Ib ) force
applied between alternator and
crankshaft pulley

................

................

................

Operator’s manual

Operator’s manual

Operator’s manual

Operator’s manual
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10 General
Predelivery Inspection, Delivery Service and After-Sales Inspection

Combines 925, 935, 945, 955, 965 and 975

TM-4307 (March-76)

Service

Specifications

Reference

LUBRICATION

Check crankcase oil level
Check transmission oil level

Check oil level of final drive
housings assys. (Combines
955, 965 and 975 only)

Check hydraulic oil reservoir
level

Lubricate lubricating points

ENGINE

Check dry-type air cleaner and
pre-cleaner

Check valve clearance

Check engine revolutions at full
speed with separator engaged

Check engine revolutions at slow
idle speed (measured at engine
V-belt pulley)

Check engine revolutions at full
speed (measured at engine
V-belt pulley)

GENERAL

Check clutch pedal adjustment
(All combines)

Shift transmission through all
gears

Check operation of hydraulic
system

Drain hydraulic reservoir and
refill with fresh oil. Clean filter
strainer (change oil filter on
965 and 975 combines)

Check hydrostatic steering system
Check foot brakes
Check parking brake

Tighten all accessible hydraulic
lines and connections

Check all drive chains for
proper tension and alignment

Check tension of feeder conveyor
drive chain

Check slip clutch adjustment

Check all flat belts and V-belts
for proper alignment and tension

Top mark on dip stick

.................
.................
.................

.................

.................

Intake valve: 0.35 mm (0.014 in.)
Exhaust valve: 0.45 mm
(0.018 in.)

Beater speed 850 * 3Q rpm

1.250 + 50 rpm

2.675 rpm

.................

.................
.................

.................

.................
.................
.................

.................
.................
.................

.................

..................

Operator’s manual
Operator’s manual
Operator’s manual

Operator’s manual

Operator’s manual

Operator’s manual

Section 20, group 10

Section 20

Section 20

Section 20

Operator’s manual

Operator’s manual

Operator’s manual and
section 70

Operator’s manual

Section 70
Operator’s manual
Operator’s manual

...............

Operator’s manual and
section 50

Operator’s manual

Operator’s manual

Operator’s manual and
section 50

Printed in Germany




