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MAINTENANCE SAFETY

Instructions are necessary before operating or servicing machine. Read and
understand the Operation & Maintenance Manual, Operator’s Handbook and

WARNING signs (decals) on machine. Follow warnings and instructions in the manuals
when making repairs, adjustments or servicing. Check for correct function after

adjustments, repairs or service. Untrained operators and failure to follow
instructions can cause injury or death. W-2003-0807

Safety Alert Symbol: This symbol with a warning statement, means: “Warning, be alert! Your safety is
involved!” Carefully read the message that follows.

CORRECT

P-90216

A\ Never service attachments / implements without
instructions. See Operation & Maintenance Manual and
Attachment / Implement Service Manual.

A\ Cleaning and maintenance are required daily.

A\ Never service or adjust attachment / implement with the
engine running unless instructed to do so in manual.

A\ Always lower the attachment / implement to the ground
before lubricating or servicing.

A\ Avoid contact with leaking hydraulic fluid or diesel fuel
under pressure. It can penetrate skin or eyes.

A\ Stop, cool and clean engine of flammable materials before
checking fluids.

A\ Keep body, loose objects and clothing away from moving
parts, electrical contacts, hot parts and exhaust.

A\ Safety glasses are needed for eye protection from electrical
arcs, battery acid, compressed springs, fluids under

pressure and flying debris or when tools are used. Use eye
protection approved for type of welding.

MSW30-0409
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Thanks very much for your reading,
Want to get more information,
Please click here, Then get the complete

NOTE:

If there is no response to click on the link above,
please download the PDF document first, and then
click on it.

Have any questions please write to me:
admin@servicemanualperfect.com


https://www.servicemanualperfect.com/downloads/bobcat-7bh-9bh-backhoe-service-repair-manual-s-n-b3bg00101-above-b38y00101-above/
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SERIAL NUMBER LOCATION

Attachment Serial Number

Figure 1

P116212

Always use the backhoe serial number (ltem 1) [Figure
1] when requesting service information or when ordering
parts. Early or later models (identification made by serial
number) may use different parts, or it may be necessary
to use a different procedure in doing a specific service
operation.

MANUAL STORAGE LOCATION

Read and understand the Operation & Maintenance
Manual before operating the backhoe.

Figure 2

P113344

The Operation & Maintenance Manual and Safety
Manual are stored in a container (ltem 1) [Figure 2]
located on the backhoe.

1-7

DELIVERY REPORT

Figure 3

P-20022

The delivery report [Figure 3] contains a list of items that
must be explained or shown to the owner or operator by
the dealer when the Bobcat backhoe is delivered.

The delivery report must be reviewed and signed by the
owner or operator and the dealer.
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BACKHOE IDENTIFICATION

NA9262
NA9263

ITEM DESCRIPTION ITEM DESCRIPTION
1 |Operation & Maintenance Manual Container 11 | X-Change
2 |Latch Arms 12 |Safety Chain
3 |Lock Levers 13 |Bucket Cylinder
4 |Stabilizer 14 |Arm
5 |Step 15 |Arm Cylinder
6 |Safety Tread 16 |Boom
7 |Grab Handles 17 |Boom Cylinder
8 |Hydraulic Controls 18 |Swing Cylinder
9 |(Seat 19 |Swing Frame
10 |Bucket * 20 |Boom Transport Lock Pin

* Bucket — Several different buckets and other attachments are available for the Bobcat backhoe attachment.
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FEATURES AND ACCESSORIES 7BH Pin On Buckets

Options And Accessories *305 mm (12 in)
Rear Stabilizers *406 mm (16 in)
Figure 4 *508 mm (20 in)

*610 mm (24 in)

7BH X-Change Buckets
¢330 mm (13 in)

®_> *406 mm (16 in)

*508 mm (20 in)

*610 mm (24 in)

P-88125 *991 mm (39 in)

Optional rear stabilizers (Item 1) [Figure 4] are available 9BH Pin On Buckets
for your model loader for use with the backhoe
attachment. Increase your backhoe performance and «305 mm (12 in)
increase your versatility in a wide rage of jobs with a set
of frame mounted rear stabilizers. «406 mm (16 in)

*508 mm (20 in)
*610 mm (24 in)

*762 mm (30 in)

9BH X-Change Buckets
*330 mm (13 in)
*406 mm (16 in)
*508 mm (20 in)
*610 mm (24 in)
*762 mm (30 in)
*914 mm (36 in)

*991 mm (39 in)
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TROUBLESHOOTING

Chart

A\ WARNING

Instructions are necessary before operating or servicing machine. Read and
understand the Operation & Maintenance Manual, Operator’s Handbook and
signs (decals) on machine. Follow warnings and instructions in the manuals
when making repairs, adjustments or servicing. Check for correct function
after adjustments, repairs or service. Untrained operators and failure to follow

instructions can cause injury or death.

W-2003-0807

If the backhoe is not working correctly, check the hydraulic system of the machine thoroughly before making any repairs
on the backhoe. Backhoe problems can be affected by a hydraulic system that is not operating to specifications. Connect
a flow meter to the machine to check the hydraulic pump output and relief valve setting.

Use the following troubleshooting chart to locate and correct problems which most often occur with the backhoe.

PROBLEM

CAUSE

CORRECTION

Loss of hydraulic action.

The auxiliary control on the loader is not
engaged.

The auxiliary control must be activated.

The male and female quick couplers on
the Backhoe hoses are not installed on
the correct hoses.

Reverse the quick couplers on the
hydraulic hoses of the Backhoe.

One coupler is not fully connected.

Connect the coupler.

Hydraulic fluid level is low.

*Add fluid of the correct type.

Hydraulic action is not smooth.

Hydraulic fluid level is low.

*Add fluid of the correct type.

Air in the hydraulic system.

Operate all the cylinders (except the
swing cylinder) as far as possible both
ways and hold the controls for several
seconds after the cylinders reached the
end of the strokes.

No cushion in the swing cylinder.

Air in the cylinder caused by a leak or
repair of the swing cylinder.

Repair as needed. Remove the air from
the cylinder.

*See the loader’'s Operation & Maintenance Manual, Specification Section for the correct type of fluid to use.

10-10-1
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LUBRICATING THE BACKHOE

Lubrication Locations

A\ WARNING

AVOID INJURY OR DEATH
Always lower the Backhoe attachment to the ground

before lubricating or servicing.
W-2178-0295

Figure 10-20-1

WRONG

Figure 10-20-2

0
@/'\@

P113367

NA9236

[Figure 10-20-1] is an example of what not to do, refer to
the warning above.

Always use a good quality lithium base multi purpose
grease when lubricating the backhoe. Apply lubricant
until extra grease shows.

IMPORTANT

Fluid such as engine oil, hydraulic fluid, coolants,
grease, etc. must be disposed of in an
environmentally safe manner. Some regulations
require that certain spills and leaks on the ground
must be cleaned in a specific manner. See local, state

and federal regulations for the correct disposal.
1-2067-0499

Lubricate the backhoe every 8 HOURS of operation.

0

P113368

Lubrication points [Figure 10-20-2].

1.

2.

10-20-1

Arm Link Pivot (2).
Bucket Link Pivot (2).
Bucket Cylinder Rod End (1).

Bucket Link Pin (1).
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LUBRICATING THE BACKHOE (CONT’D) Figure 10-20-5

Lubrication Locations (Cont’'d)

Figure 10-20-3

N-18732

Lubrication points [Figure 10-20-5].

P113369
9. Boom Cylinder Rod End (1).

Lubrication points [Figure 10-20-3]. 10. Swing Cylinder Pivot Bushing (1).

5. Bucket Cylinder Base End (1). Figure 10-20-6

6. Arm Cylinder Rod End (1).

Figure 10-20-4 V\@

N-18733

Lubrication points [Figure 10-20-6].

N-18731
11. Swing Cylinder Pivot Bushing (Bottom) (1).
Lubrication points [Figure 10-20-4]. 12. Boom Pivot (1).
7. Arm Cylinder Base End (1).

8. Boom Cylinder Base End (1).
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